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THE BLADE

For Machines Starting at 5,000 lbs SB 72 SB96 SB108 SB120
Blade Width 6’ 8’ `9 10’

Blade Width at Full Angle 59” 79” 88.5” 98.25
Oscillation (Degrees/Inches) each end 6º / 7.5” 6º / 10” 6º / 11.25” 6º / 12.5”

Moldboard Radius 15.5” 15.5” 15.5” 15.5”
Moldboard Gauge / Steel Grade 10 ga. / Grade 50 10 ga. / Grade 50 10 ga. / Grade 50 10 ga. / Grade 50
SnowKage Cam Lock Brackets Optional Bolt On Optional Bolt On Optional Bolt On Optional Bolt On

Snow Kage Hydro Lock Brackets (Tractor) Optional Bolt On Optional Bolt On Optional Bolt On Optional Bolt On
Universal Skid Steer Attachment Plate Standard Standard Standard Standard

Trip Springs 4 Compression 4 Compression 4 Compression 4 Compression
Machine Size Rec. 5,000+ 6,000+ 6,500+ 7,000+

Cutting Edge 5/8” x 6” High Carbon 5/8” x 6” High Carbon 5/8” x 6” High Carbon 5/8” x 6” High Carbon
Cross-Over Relief Valve Optional Optional Optional Standard

Pivot Frame Length Shortened (25”) Standard Length (31”) Standard Length (31”) Standard Length (31”)
Weight 897# 1021# 1078# 1135#

Cylinders (2) 1.5” Rod 1.5” Rod 1.5” Rod 1.5” Rod
Blade Height 29.5” 29.5” 29.5” 29.5”
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