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Installation Instructions 

 

 

 

 

 

 

 

  

 

1. Install mount with bolts provided. If the universal mount is being 
used, please refer to the “Top Height Adjustment” page of this 
owners manual for proper mounting height. 

2. Install quick release arm assembly by pushing slip collar up on the 
quick release yolk. 

3. Install Kaddy platform. Loosely thread on end nut to temporarily 
secure. Do not tighten yet. 
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4. Turn Kaddy to the side to check for clearance against the machine 
and the tire. If there is contact between the machine and the tire 
before the Kaddy reaches 90°, adjustment is needed. To do this, adjust 
the placement of the two bolts shown to increase the distance between 
the tire and machine. Tighten bolts once adjustment is complete. 

5. Adjust the pitch (level) of the platform by increasing or decreasing 
the distance between the clevis (a) and the spring retaining nut (b). The 
proper distance can be obtained by turning the spring retaining nut (b) 
clock-wise or counter clock-wise. 
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  6. Adjust spring tension for operator weight by turning the tension nut 
as shown. 

7. Adjust the distance from the controls to a comfortable range for the 
operator by swapping some of the washers from the front or back of the 
spindle as shown. Once a desirable distance has been achieved, tighten 
the spindle nut. Do not over-tighten. 
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8. Install stops on platform and adjust as shown. 

 

9. Thread chain through the handlebars, and secure one end and loop 
together with the hook provided. The proper length of chain will secure 
the Kaddy high enough so that it does not swing around un-
controllably. Clip off excess chain with bolt cutters as shown. 
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Configuration: 
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Complete Assembly
TopHeight Adjustment

WHK-500-{Specify mount#)
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Configuration: 
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Part / Assembly # WHK-500-{Specify mount#)Complete Assembly
Assembly Complete-XMarkX Mount

Total width 27 1/8 inches

Tire size 13 X 5.00 - 6

Height from ground 3 1/8 inches

Weight 54 LBS
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Item Number Part Name Part Number Configuration Name

1 Mount {configuration Name} Universal Used for any brand / model of walk-behind. Requires holes to be drilled

2 Mount {configuration Name} S Series Used for S-Series (HP) model of Exmark® walk-behinds

3 Mount {configuration Name} X-Mark X Series Used for X-Series model of Exmark® walk-behinds

4 Mount {configuration Name} Snapper Pro

Configuration: 
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Part / Assembly #

WEIGHT LBS

Mount Options
Config<1>


